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ANNEXE 1 : PRODUCTION SCIENTIFIQUE OTHU SUR LA PERIODE 2009-2012 

 

Thèses (par ordre alphabétique) 

 

1. ANGERVILLE R. (2009). Evaluation des risques écotoxicologiques liés au déversement de Rejets Urbains par Temps 

de Pluie (RUTP) dans les cours d'eau : Application à une ville française et à une ville haïtienne. Doctorat de l’INSA de 

Lyon- PCE. 485 p. 

2. BADIN A.-L. (2009). Répartition et influence de la matière organique et des microorganismes sur l’agrégation et le 

relargage de polluants dans des sédiments issus de l’infiltration d’eaux pluviales. INSA de Lyon. France, 231 p.  

3. BECOUZE –LAREURE C. (2010). Caractérisation et estimation des flux de substances prioritaires dans les rejets 

urbains de temps de pluie sur deux bassins versants expérimentaux. Thèse de doctorat de l’INSA Lyon 

4. DEMBELE A. (2010). MES, DCO et polluants prioritaires des rejets urbains de temps de pluie : mesure et 

modélisation des flux évènementiels, Thèse de doctorat de l’INSA Lyon. 

5. DORVAL F. (2011). Mise au point de techniques de traitement de données en continu pour l’identification des 

composantes de débit à l’exutoire des bassins versants urbains : Etude de cas des bassins versants Django 

Reinhardt et Ecully. Thèsededoctorat de l’INSALyon. 

6. FOULQUIER A. (2009)  Ecologie fonctionnelle dans les nappes phréatiques : liens entre flux de matière organique, 

activité et biodiversité biologiques, Thèse de doctorat de l’Université Lyon I, 254 p. 

7. FOURNEL J. (2012) Systèmes Extensifs de Gestion et de Traitement des Eaux Urbaines de Temps de Pluie, Thèse 

de doctorat de l'Université Montpellier 2 - Sciences et Techniques du Languedoc, en cours d'édition. 

8. GONZALEZ-MERCHAN C. (2012). Amélioration des connaissances sur le colmatage des systèmes 

d’infiltrationd’eaux pluviales.Thèse de doctorat : INSA Lyon. 298 p. 

9. GROSPRETRE L. (2011). Dynamique hydro-morphologique, modélisation et gestion de petits systèmes fluviaux 

périurbains. Recherche méthodologique appliquée au bassin de l'Yzeron, Thèse de l’Université de Lyon II 

10. JANKOWFSKY, S. (2011).Understanding and modelling of hydrological processes in small peri-urban catchments 

using an object oriented and modular distributed approach.Application to the Chaudanne and Mercier sub-catchments 

(Yzeron catchment, France).Thèse IRSTEA / INPG. 

11. LEPOT M. (2012).Mesurage en continu des flux polluants en MES et DCO en réseau d'assainissement. Thèse de 

doctorat de l’INSA Lyon. 

12. METADIER M. (2011). Traitement et analyse de séries chronologiques continues de turbidité pour la formulation et le 

test de modèles des rejets urbains par temps de pluie. Thèse de doctorat de l’INSA Lyon (en partenariat avec la 

Direction Recherche Innovation et Développement Durable de la société SAFEGE), France.  

13. PETIT S. (2012). Répartition spatiale et adaptation de populations allochtones de Pseudomonas aeruginosa 

introduites en rivière péri-urbaine par des rejets par temps de pluie. Doctorat de l’Université Lyon 1.  

14. SARRAZIN B. (2012) MNT et observations multi-locales du réseau de drainage d'un petit bassin versant rural dans 

une perspective d'aide à la modélisation spatialisée. Thèse de Doctorat : IRSTEA Lyon / ISARA / INPG  

15. SAULAIS M. (2011). Colonisation végétale des basins d’infiltration et de rétention.  Caractérisation de la flore et 

évolution des caractéristiques physico-chimiques de l’horizon de surface végétalisé. Thèse de doctorat de l’Institut 

National des Sciences Appliquées, 245 p. 

 

Thèses en cours (par ordre alphabétique) : 

 

1. AH-LEUNG S. : Condition d’adoption des objets de nature en milieu urbain : analyse des effets sociaux, 

techniques, économiques et organisationnels de l’introduction d’un système de gestion et de traitement 

des eaux urbaines pluviales à base de filtres plantés de roseaux, Equipe ITUS – lab. EVS – UMR CNRS 

5600, INSA Lyon. 

2. BAATI S. Fabriquer et user des systèmes techniques. Lecas des systèmes d’assainissement urbain. Equipe ITUS – 

lab. EVS – UMR CNRS 5600. 

3. BAZIN P.H. (2013). Evaluation des incertitudes dans la modélisation d’une inondation en milieu urbanisé, Thèse de 

l’Université de Lyon. 

4. BIEN L. : Rôle de l’hétérogénéité sédimentaire de la Zone Non Saturée sur le transfert d’eau et de particules à 

l’échelle d’un pilote de laboratoire. Direction scientifique : Equipe IPEENTPE - LEHNA - UMR CNRS 5023 

5. BOUKREB A. Interactions Pseudomonas aeruginosa – plantes aquatiques: identification des hôtes et analyse des 

premières étapes de colonisation Direction scientifique : LEM – Université Lyon I – VetAgro- - UMR CNRS 5557. 

6. COUVIDAT J. : Optimisation des sédiments et boues de curage pour leur valorisation en matières premières. 

Direction scientifique : Equipe  DEEP- LGCIE - INSA Lyon. 

7. FERRO Y. Evaluation de l’impact des Rejets Urbains par Temps de Pluie sur le compartiment algal. Equipe  IPE 

ENTPE - LEHNA - UMR CNRS 5023. 

8. HESSE S.: Etude du rôle des micro-organismes des sédiments des bassins d’infiltration des eaux pluviales. Direction 

scientifique : Equipe  IPEENTPE - LEHNA - UMR CNRS 5023 
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9. HEXIANG Y. : Métrologie et modélisation hydrodynamique 2D/3D de la sédimentation en bassin de retenue d’eaux 

pluviales urbaines. Equipe  DEEP- LGCIE - INSA Lyon. 

10. LABBAS M. (2014). Approche multi-échelles pour étudier les impacts de l'évolution de l'occupation des sols et de la 

gestion des eaux pluviales sur l'hydrologie d'un bassin versant péri-urbain.  Application au bassin de l'Yzeron. Ecole 

doctorale Terre, Univers, Environnement. l'Institut National Polytechnique de Grenoble. Thèse démarrée en Octobre 

2011. 

11. MOMPLOT A. Modélisation 3D des écoulements multiphasiques en régime transitoire dans les réseaux 

d'assainissement, performances et sensibilités des modèles. Direction scientifique : Equipe  DEEP- LGCIE - INSA 

Lyon. - INSA LGCIE - 

12. PATOUILLARD C. : Modalités d’adoption des techniques alternatives d’assainissement pluvial urbain. Equipe ITUS 

– lab. EVS – UMR CNRS 5600, INSA Lyon. 

13. QUEYRON M.: Mobilité des polluants dans différentes typologies de dépôts de sédiments - Direction scientifique : 

Equipe  IPEENTPE - LEHNA - UMR CNRS 5023 

14. SEBASTIAN C. : Mesure et modélisation des flux de micropolluants à l’échelle d’un bassin versant urbain muni d’un 

système de rétention – Approche globale. Direction scientifique : Equipe  DEEP- LGCIE - INSA Lyon.  

15. BERNARDIN C. Origine, diversité et dangerosité des Nocardia d’un bassin de rétention des eaux pluviales en milieu 

urbain. Co-direction Equipe scientifique : LEM – Université Lyon I – VetAgro- - UMR CNRS 5557DEEP /  LGCIE - 

INSA Lyon 

-------- 

16. SOYER Mathilde Observatoires et innovation dans la gestion des eaux pluviales en milieu urbain. Thèse URBIS : 

LEESU – ENPC en collaboration OTHU / ONEVU / OPUR 

 

Articles dans revues internationales à comité de lecture (par ordre alphabétique du 1
er

 auteur) : 

 

1. ANGERVILLE R., BOILLOT C. & PERRODIN Y. (2009). Evaluation of the combinated effects of binary mixtures of 

sodium hypochlorite and surfactants against Daphni magna Strauss. International Journal of Environmental 

Technology and Management ,10 (3/4), 353-370. 

2. BADIN, A.L., MOSTAFA, T., BERTRAND, C., MONIER, A., DELOLME, C., GEREMIA, R.A., BEDELL, J.P. (2012). 

Microbial communities of urban stormwater sediments: the phylogenetic structure of bacterial communities varies with 

porosity. FEMS Microbiology Ecology 81, 2, 324-338. DOI: 10.1111/j.1574-6941.2012.01354.x. 

3. BADIN, A-L., MONIER, A., VOLATIER, L., GEREMIA, R.A., DELOLME, C., BEDELL, J-P., (2011).Structural stability, 

microbial biomass and community composition of sediments affected by the hydric dynamics of an urban stormwater 

infiltration basin.Microbial Ecology, 61 : 885-897. 

4. BAZIN P.H., A. BESSETTE, E. MIGNOT, A. PAQUIER AND N. RIVIERE, (2012), Influence of detailed topography 

when modelling flows in street junction during urban flooding, J.  Disaster Research, 7(5), 560-566 

5. BECOUZE C., WIEST L., BAUDOT R., BERTRAND-KRAJEWSKI J.-L., CREN-OLIVÉ C. (2011). Optimisation of 

pressurised liquid extraction for the ultra-trace quantification of 20 priority substances from the European Water 

Framework Directive in atmospheric particles by GC–MS and LC–FLD–MS/MS. Analytica Chimica Acta, 693(1-2), 47-

53. doi:10.1016/j.aca.2011.03.008. 

6. BECOUZE-LAREURE C., BAZIN C., NAMOUR P., BREIL P. & PERRODIN Y. (2012). Multi-level approach of the 

ecotoxicological impact of a combined sewer overflow on a periurban stream.Journal of Water Resource and 

Protection, 4, 984-992. 

7. BRANGER, F., BRAUD, I., DEBIONNE, S., VIALLET, P., DEHOTIN, J., HÉNINE, H., NÉDÉLEC, Y., ANQUETIN, S. 

(2010). Towards multi-scale integrated hydrological models using the LIQUID framework. Overview of the concepts 

and first application examples, Environmental Modeling & Software, 25, 1672-1681 , 

doi:10.1016/j.envsoft.2010.06.005. 

8. BRAUD, I., BREIL, P., THOLLET, F., LAGOUY, M., BRANGER, F., JACQUEMINET, C., KERMADI, S., MICHEL, K. 

(2012). Evidence of the impact of urbanization on the hydrological regime of a medium-sized periurban catchment in 

France, Journal of Hydrology, special issue on periurban catchments, 10.1016/j.jhydrol.2012.04.049. 

9. DELETIC A., DOTTO C.B.S., MCCARTHY D.T., KLEIDORFER M., FRENI G., MANNINA G., UHL M., HENRICHS M., 

FLETCHER T.D., RAUCH W., BERTRAND-KRAJEWSKI J.-L., TAIT S. (2011). Assessing Uncertainties in Urban 

Drainage Models.Physics and Chemistry of the Earth, Parts A/B/C, 42-44, 3-10. 

10. DEMBÉLÉ A., BERTRAND-KRAJEWSKI J.-L., BARILLON B. (2010). Calibration of stormwater quality regression 

models: a random process? Water Science and Technology, 62(4), 875-882. 

11. DEMBÉLÉ A., BERTRAND-KRAJEWSKI J.-L., BECOUZE C., BARILLON B. (2011). A new empirical model for 

stormwater TSS event mean concentrations (EMCs). Water Science and Technology, 64(9), 1926-1934. doi: 

10.2166/wst.2011.187 

12. DOLÉANS-JORDHEIM, A., COURNOYER B., BERGERON E., CROIZÉ J., SALORD H., ANDRÉ J., MAZOYER M.-

A., RENAUD F. N. R., FRENEY J. (2009).Reliability of Pseudomonas aeruginosa semi-automated rep-PCR 

genotypings in various epidemiological situations.European Journal of Clinical Microbiology & Infectious Diseases 

28(9):1105-1111 

13. DORVAL F. A., CHOCAT B., EMMANUEL E., LIPEME KOUYI G. (2010). Sewer system flow components 

identification using signal processing. Water Science and Technology, 62(1), 106-114. 
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14. EL KADI, K., LEWICKI, L., PAQUIER, A., RIVIÈRE, N., TRAVIN, G. (2011). Division of a critical flow at three branch 

open channel intersection.Journal of Hydraulic Research, vol. 49, n° 2, p. 231-238 

15. EL KADI, K., PAQUIER, A., MIGNOT, E. (2009). Modelling flash flood propagation in urban areas using a two-

dimensional numerical model.Natural Hazards, vol. 50, p. 433-460  

16. EMMANUEL I., ANDRIEU H., LEBLOIS E. (2012). Temporal and spatial variability of rainfall at the urban hydrological 

scale, Journal of Hydrology,  430, 162-172. 

17. FERRO Y. PERULLINI, M.; JOBBAGY, M.; BILMES, S.A.; DURRIEU, C. (2012). Development of a Biosensor for 

Environmental Monitoring Based on Microalgae Immobilized in Silica Hydrogels. Sensors 2012, 12, 16879-16891 

18. FOULQUIER A., MALARD F., BARRAUD S. AND GIBERT J. (2009).Thermal influence of urban groundwater 

recharge from stormwater basins.Hydrological Processes.23 (12), 1701-1713. 

19. FOULQUIER A., MALARD F., MERMILLOD-BLONDIN F., DATRY T., SIMON L., MONTUELLE B. & J. GIBERT 

(2010).Vertical change in dissolved organic carbon and oxygen at the water table region of an aquifer recharged with 

stormwater: biological uptake or mixing ? Biogeochemistry, 99, 31-47. 

20. FOULQUIER A., MALARD F., MERMILLOD-BLONDIN F., MONTUELLE B., DOLÉDEC S., VOLAT B., GIBERT J. 

(2011). Surface water linkages regulate trophic interactions in a groundwater food web. Ecosystems, 14, 

1339-1353. 

21. FOULQUIER A., MERMILLOD-BLONDIN F., MALARD F., GIBERT J. (2011) Response of sediment biofilm to 

increased dissolved organic carbon supply in groundwater artificially recharged with stormwater. Journal of Soils and 

Sediments 11(2), 382-393. 

22. FOULQUIER A., SIMON L., GILBERT F., FOUREL F., MALARD F. & F. MERMILLOD-BLONDIN (2010) Relative 

influences of DOC flux and subterranean fauna on microbial abundance and activity in aquifer sediments: new 

insights from 13C-tracer experiments. Freshwater Biology, 55, 1560-1576. 

23. GAMERITH V., BERTRAND-KRAJEWSKI J.-L., MOURAD M., RAUCH W. (2011). Implications of long-term 

stormwater quality modelling for design of combined sewer infrastructure. Urban Water Journal, 8(3), 155-166.  

24. GONZALEZ-MERCHAN C., BARRAUD S., LE COUSTUMER S., FLETCHER T. (2012).Monitoring of clogging 

evolution in the stormwater infiltration system and determinant factors. European Journal of Environmental & Civil 

Engineering, 16 (1), 34-47. 

25. GONZALEZ-SOSA, E., BRAUD, I., DEHOTIN, J., LASSABATÈRE, L., ANGULO-JARAMILLO, R., LAGOUY, M., 

BRANGER, F., JACQUEMINET, C., KERMADI, S., MICHEL, K. (2010).Impact of land use on the hydraulic properties 

of the topsoil in a small French catchment, Hydrological Processes, 24(17), 2382-2399, DOI: 10.10002/hyp.7640.  

26. GRAINDORGE A., A. MENARD, M. NETO, C. BOUVET, R. MIOLLAN, S. GAILLARD, H. DE MONTCLOS, F. 

LAURENT, B. COURNOYER.(2010). Epidemiology and molecular characterization of a clone of Burkholderia 

cenocepacia responsible of nosocomial pulmonary tract infections in a French ICU.Diagnostic Microbiology and 

Infectious Disease 66(1):29-40. 

27. GRAINDORGE, A., A. MENARD, C. MONNEZ, B. COURNOYER. (2012). Insertion Sequences evolutionary patterns 

highlight convergent genetic inactivations and recent genomic islands acquisitions among epidemic Burkholderia 

cenocepacia. Journal of MedicalMicrobiology 61:394-409. 

28. JACQUEMINET C., KERMADI S., MICHEL K., BÉAL D., BRANGER F., JANKOWSKY S., BRAUD I. (2013). Land 

cover mapping using aerial and VHR satellite images for distributed hydrological modelling of periurban catchments: 

application to the Yzeron catchment (Lyon, France), Journal of Hydrology special issue on “Hydrology of periurban 

catchments: processes and modelling”, in press. 

29. JANKOWFSKY S., BRANGER F., BRAUD I., GIRONAS J., RODRIGUEZ F. (2012). Comparison of catchment and 

network delineation approaches in complex suburban environments. Application to the Chaudanne catchment, 

France, Hydrological Processes, in press, doi: 10.1002/hyp.9506 

30. KHADRO B., NAMOUR PH., BESSUEILLE F., LEONARD D., JAFFREZIC-RENAULT N. (2009). Validation of a 

conductometric bienzyme biosensor for the detection of proteins as marker of organic matter in river samples, Journal 

of Environmental Sciences-CHINA, 21:545-551 [IF : 1,41] 

31. KHADRO B., NAMOUR PH., BESSUEILLE F., LEONARD D., JAFFREZIC-RENAULT N.(2009). A novel 

conductometric sensor based on a PVC membrane containing nonactin for ammonium determination, International 

Journal of Environmental Analytical Chemistry, 89:11-19 [IF : 1,70] 

32. LAFONT M., JEZEQUEL C., VIVIER A., BREIL P., SCHMITT L., BERNOUD S. (2010). Refinement of biomonitoring 

of urban water courses by combining descriptive and ecohydrological approaches. Ecohydrology & hydrobiology, 10, 

1, 3-11. 

33. LAFONT M., TIXIER G., MARSALEK J., JEZEQUEL C., BREIL P., SCHMITT L. (2012). From research to operational 

biomonitoring of freshwaters: a suggested conceptual framework and practical solutions. Ecohydrology & 

hydrobiology, 12, 1, 9-20. 

34. LASSABATERE L., ANGULO-JARAMILLO R., GOUTALAND, D., LETELLIER, L., GAUDET, J. P., WINIARSKI, T, 

DELOLME, C. (2010).Effect of the settlement of sediments on water infiltration in two urban infiltration 

basins.Geoderma 156 (2010) 316–325. 

35. LEPIOUFLE J.M., LEBLOIS E., CREUTIN, J.D. (2012). . Effect of time aggregation on rainfall variography in presence 

of advection, Journal of Hydrology, 464, 494-504.  

36. LEWICKI, L., PAQUIER, A., EL KADI, K., RIVIERE, N. (2010). Uncertainty in 2-D hydraulic modelling: a case study of 

an experiment in transcritical flow. Canadian Journal of Civil Engineering, vol. 37, p. 1014-1023 
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37. LIPEME KOUYI G., BRET P., DIDIER J.-M., CHOCAT B., BILLAT C. (2011).The use of CFD modelling to optimise 

measurement of overflow rates in a downstream-controlled dual-overflow structure. Water Science and Technology, 

64 (2), pp 521-527. 

38. MAAZOUZI, C. PISCART, F. LEGIER, F. HERVANT (2011). Ecophysiological responses to temperature of the “killer 

shrimp” Dikerogammarus villosus: Is the invader really stronger than the native Gammarus pulex? Comparative 

Biochemistry and Physiology, Part A159 : 268–274. 

39. MARMONIER P., ARCHAMBAUD G., BELAIDI N., BOUGON N., BREIL P., CHAUVET E., CLARET C., CORNUT J., 

DATRY T., DOLE-OLIVIER M.-J., DUMONT B., FLIPO N., FOULQUIER A., GÉRINO M., GUILPART A., JULIEN F., 

MAAZOUZI C., MARTIN D., MERMILLOD-BLONDIN F., MONTUELLE B., NAMOUR PH., NAVEL S., OMBREDANE 

D., PELTE T., PISCART C., PUSCH M., ROBERTSON A., SANCHEZ-PÉREZ J.-M., SAUVAGE S., STROFFEK S., 

TALEB A., WANTZEN M., VERVIER PH. ( 2012). The role of biodiversity in hyporheic processes: gaps in knowledge 

and needs for applications, InternationalJournal of Limnology, 48, 253-266. 

40. MERMILLOD-BLONDIN F. & LEMOINE D. (2010). Ecosystem engineering by tubificid worms stimulates macrophyte 

growth in poorly oxygenated wetland sediments. Functional Ecology 24, 444-453. 

41. MERMILLOD-BLONDIN F., FOULQUIER A., MAAZOUZI C., NAVEL S., NEGRETIU Y., VIENNEY A., SIMON L. & 

MARMONIER P. (in press) Ecological assessement of groundwater trophic status by using artificial 

substrates to monitor biofilm growth and activity. Ecological Indicators. 

42. MÉTADIER M., BERTRAND-KRAJEWSKI J.-L. (2011). Assessing dry weather flow contribution in TSS and COD 

storm event loads in combined sewer systems. Water Science and Technology, 63(12), 2983-2991.  

43. MÉTADIER M., BERTRAND-KRAJEWSKI J.-L. (2011). Assessing dry weather flow contribution in TSS and COD 

storm event loads in combined sewer systems. Water Science and Technology, 63(12), 2983-2991. 

doi:10.2166/wst.2011.185. 

44. MÉTADIER M., BERTRAND-KRAJEWSKI J.-L. (2011). From mess to mass: a methodology for calculating storm 

event pollutant loads with their uncertainties, from continuous raw data time series. Water Science and Technology, 

63(3), 369-376. 

45. MÉTADIER M., BERTRAND-KRAJEWSKI J.-L. (2012). Pollutographs, concentrations, loads and intra-event mass 

distributions of pollutants in urban wet weather discharges calculated from long term on line turbidity measurements. 

Water Research, 46(20), 6836-6856 

46. MIGNOT E., BONAKDARI H., KNOTHE P., LIPEME KOUYI G., BESSETTE A., RIVIÈRE N., BERTRAND-

KRAJEWSKI J.-L. (2012). Experiments and 3D simulations of flow structures in junctions and their influence on 

location of flowmeters. Water Science and Technology, 66(6), 1325-1332. doi: 10.1080/ 02626667.2012.675064. 

47. MIGNOT E., RIVIÈRE N., PAQUIER A., PERKINS R., (2011). "Hydraulic models of the flow distribution in a four open 

channels junction with supercritical flow", J. Hydr. Eng., 137(3), 289-299. 

48. MOURA P., BARRAUD S., BAPTISTA M.B., MALARD F. (2011). Multicriteria decision-aid method for the evaluation 

of the performance of stormwater infiltration systems over the time.Water Science & Technology, 64 (10),1993-2000. 

49. MUSTE M., LEE K., BERTRAND-KRAJEWSKI J.-L. (2012). Standardized uncertainty analysis for hydrometry: a 

review of relevant approaches and implementation examples. Hydrological Sciences Journal, 57(4), 643-667. 

doi:10.1080/02626667.2012.675064. 

50. NAMOUR P., BREIL P., CLEMENT Y., DE SOUSA G., CHANET J.-P., LANTERI P. (2012). The Water Framework 

Directive requires new tools for a better water quality monitoring. E-WAter [on-line], 2012/01, http://www.ewa-

online.eu 

51. NAMOUR P., LEPOT M., JAFFREZIC-RENAULT N. (2010). Recent Trends in Monitoring of European Water 

Framework Directive Priority Substances Using Micro-Sensors: A 2007–2009 Review. Sensors, 10(9), 7947-7978. doi 

http://dx.doi.org/10.3390/s100907947. 

52. NAMOUR PH., LEPOT M., JAFFREZIC-RENAULT N. (2010). Sensors for measuring biodegradable and total organic 

matter in water, TrAC - Trends in Analytical Chemistry, 29:848-857.[IF : 6,55] 

53. NAVRATIL O., BREIL, P., SCHMITT, L., GROPRÈTRE, L., ALBERT, M.B. (2012). Hydrogeomorphic adjustements of 

stream channels disturbed by urban runoff (Yzeron River basin, France).Journal of Hydrology, doi : 

10.1016/j.jhydrol.2012.01.036 

54. NOGARO G. & MERMILLOD-BLONDIN F. (2009) Stormwater sediment and bioturbation influences on hydraulic 

functioning, biogeochemical processes, and pollutant dynamics in laboratory infiltration systems. Environmental 

Science and Technology. 43, 3632-3638. 

55. NOGARO G., MERMILLOD-BLONDIN F., VALETT M.H., FRANÇOIS-CARCAILLET F., GAUDET J-P., LAFONT M. & 

J. GIBERT  (2009) - Ecosystem engineering at the sediment-water interface: bioturbation and consumer-substrate 

interaction. Oecologia,161, 125-138. 

56. NOGARO, G., DATRY, T., MERMILLOD-BLONDIN, F., DESCLOUX, S., MONTUELLE, B. (2010). Influence of 

streambed sediment clogging on microbial processes in the hyporheic zone. Freshwater Biology 55, 1288–1302. 

57. PEYRARD D., DELMOTTE S., SAUVAGE S., NAMOUR PH., GERINO M., VERVIER P., SANCHEZ-PEREZ J.M. 

(2011). Longitudinal transformation of nitrogen and carbon in the hyporheic zone of an N-rich stream: A combined 

modelling and field study, Physics & Chemistry of the Earth, 36(12): 599-611. 

58. PINOT, C., A. DEREDJIAN, S. NAZARET, E. BROTHIER, B. COURNOYER, C. SEGONDS AND S. FAVRE-BONTE. 

(2011). Identification of Stenotrophomonas maltophilia strains isolated from environmental and clinical samples: a 

rapid and efficient procedure. Journal of Applied Microbiology. 111:1185-93 

http://www.ewa-online.eu/
http://www.ewa-online.eu/
http://dx.doi.org/10.3390/s100907947
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59. PREUSSER F., SCHMITT L., DELILE D., GROSPRETRE L. (2011). Optically Stimulated Luminescence (OSL) dating 

of the sedimentation history of the Yzeron basin (Chaudanne sub-catchment), Rhône Valley, France.Quaternaire, 

22(1), 73-83 

60. PRIGENT-COMBARET, C., H. SANGUIN, L. CHAMPIER, C. BERTRAND, C. MONNEZ, C. COLINON, D. BLAHA, J.-

M. GHIGO, AND B. COURNOYER.(2012). The bacterial thiopurine methyltransferase tellurite resistance process is 

highly dependent upon aggregation properties and oxidative stress response. Environmental Microbiology (in press) 

61. RADOJEVIC, B., BREIL, P., CHOCAT, B. (2010). Assessing impact of global change on flood regimes.International 

Journal of Climate Change Strategies and Management, 2(2): 167-179. 

62. RENARD F., CHAPON P.-M., COMBY J. (2012). Assessing the accuracy of weather radar to track intense rain cells 

in the Greater Lyon area, France.Atmospheric Research, 103, 4-19. 

63. RENARD F., COMBY J. (2010). Overview of the Greater Lyon weather radar advances from 90’s to 2008. Advances 

in Geosciences, 25, 79-83. 

64. RENARD F., FAURE D., COMBY J. (2009). Evaluation de la qualité de mesure hydrologique du radar météorologique 
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